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SELECTOR SWITCH WITH USER DEFINED TORQUE

USER DEFINED TORQUE AND ANGLE (1 CHANNEL)

USER DEFINED TORQUE AND ANGLE (8 CHANNEL)

SUPER DUTY FAN KIT

13629

13630

13631

13628

ALL E-RAD’S

ALL E-RAD’S

ALL E-RAD’S

E-RAD 2700 - E-RAD 5400

FOR USE WITHDESCRIPTION
PART

NUMBER

SELECT ONE OF THE FOLLOWING CONTROLLERS

SELECT ONE OF THE FOLLOWING CABLE LENGTHS

OPTIONS

All E Series tools come fully calibrated complete with:
• E-RAD Tool • Reaction Arm and Retention Ring
• Controller cables • Digital Torque Controller
• Operators manual • E-RADCAL Calibration Software

*E-RAD operates in standard mode if no options are selected

E Series controllers provide the interface for all E-RAD
tools.  A standard E-Series controller allows the user to dial
up and down, using the touch pad, in single digit
increments to their desired torque.

Option 1 - Part #13629

User has the option to define torque settings
Defined settings can be stored using an 8 channel
selector switch 
All torque positions can be locked out using a
removable key
Basic data collection

Option 2 - Part #13630

User has the option to define torque or angle or
torque and angle sequence (1 channel)
Tool operates as a standard E-RAD when angle is set to
zero
Basic data collection

Option 3 - Part #13631

User has the option to define torque or angle or
torque and angle sequence
Defined settings can be stored using an 8 channel
selector switch
All defined settings can be locked out using a removable
key 
Basic data collection

Digital Torque Controller Display

E SERIES CONTROLLERS AND OPTIONSE SERIES CONTROLLERS AND OPTIONS
R

Controller Tool

Controller Cables

E Series

Controllers

available

in two case

configurations

User  friendly controls allow for quick torque adjustments. The
backlit LCD display with three units of selectable measurement
(Ft. /lbs, Nm, Kgf.m) provides optimum visibility and accuracy.

Visit our website for a complete up-to-date list of products.

CONTROLLER

CONTROLLER

CONTROLLER

CONTROLLER

13632

13626

13627

14108

STEEL ASSEMBLY

WEATHERPROOF ASSEMBLY

STEEL ASSEMBLY

WEATHERPROOF ASSEMBLY

378mm

378mm

120

120

220

220

300mm

300mm

203mm

203mm

470mm 175mm 356mm

470mm 175mm 356mm

LENGTH
DIMENSION

HEIGHT
DIMENSION

WIDTH
DIMENSION

CASE TYPE VOLTAGEDESCRIPTIONPART
NUMBER

CABLE LENGTH FROM CONTROLLER TO TOOL MODEL (standard with tool)

CABLE LENGTH FROM CONTROLLER TO TOOL MODEL

CABLE LENGTH FROM CONTROLLER TO TOOL MODEL

10984

11845

11846

4.6

6.1

7.6

CABLE LENGTH (M)TOOL MODELPART
NUMBER
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V SERIESV SERIES
R

V SERIES are a new generation

of electric torque wrenches used for the

installation or removal of heavy duty

fasteners where accuracy, power, and safety

are required.  This series comes without the

hassle of air hoses and simply runs when

plugged into any electric power supply,

including generators.  Based on the design of

our patented planetary gear reduction

system, the               V SERIES offers a

smooth continuous flow of controlled torque

which is adjustable through dial settings.  

A

B

C

D

Quick adjust torque settings 
Fast and accurate “dial a torque” for maximum versatility
and efficiency

Soft-start vary speed trigger 
Allows operator to safely and quickly set reaction arm 
before full torque is applied

Equal power in forward and reverse 
Convenience and cost effective use of same tool for 
break away and final torque

Advanced ultra-durable electric motor design 
Extreme duty designed to reduce maintenance cost 
and increase reliability

V SERIES DIMENSIONS

Maximum versatility and efficiency...

R

R

Visit our website for a complete up-to-date list of products.

All V-RAD tools come fully
calibrated complete with:
• V-RAD Tool
• Reaction Arm and Retention 

Ring
• Operators manual
• Calibration Chart
• Weatherproof Storage Case

V-RAD 6

V-RAD 14

V-RAD 21

V-RAD 31

13589

13583

13585

13587

0.75”

0.75”

1.0”

1.0”

150

400

700

1100

550

1350

2150

3100

4.5

4.9

6.8

6.8

431mm

457mm

482mm

495mm

63mm

63mm

76mm

76mm

76mm

76mm

76mm

76mm

215mm

215mm

215mm

215mm

DIMENSION
A

DIMENSION
B

DIMENSION
C

DIMENSION
D

WEIGHT (Kg)TOOL MODELPART
NUMBER

DRIVE SIZE
TORQUE (Nm)

LOW               HIGH




